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DEALING PROCEDURES 
 

CARD PREPARATION 

 

1. One standard deck of 52 cards plus the Joker for a total of 53 cards are used. 
 

2. Except for tribal casinos, the cards must be dealt from an automatic shuffler or a 
shoe. 

 

3. Before the cards are placed into the shuffler for the first time, they are inspected and 
randomized using a standard "card wash" 
procedure. 

 

INITIAL WAGERING 

 
4. To play, a player places one or more 

wagers on any one of four possible initial 
wagers for each of the four games prior to 
the start of each round of play. (A sample  
of the designated wagering area  is 
depicted at right. The full table layout is 
attached. Appendix 'G'. Actual paytables 
may vary from image.) Each wager  must 
be within the table limits posted. None of 
these wagers have any effect on each 
other. A player can win or lose separately 
on any of these first four wagers. 

 

5. The minimum and maximum wagering limits are determined by the casino operator 
and/or in accordance with their limits established by their gaming regulatory body. 
The Bonus Jackpot wager is typically limited to a pre-set fixed amount (e.g. one 
dollar). The wagering limits and any aggregate payout limitations shall be posted on 
the table, in plain view of the players in accordance with their internal controls and 
gaming regulations. 

 

6. In the event the gaming table incorporates Galaxy Gaming's Bet Tabulator System, 
the dealer presses the tabulate button after all initial wagers have been set. The Bet 
Tabulator System counts the number of Bonus Jackpot wagers by player position. 
(The position numbers of 1 through 6 are from the dealer's left to right.) The dealer 
confirms that the corresponding LED's on the dealer control module4 are on for each 
Bonus Jackpot wager. Once confirmed the dealer collects each player's Bonus 
Jackpot wager and deposits them into the chip tray. (If the Bet Tabulator System is 

 
 

4 
The LED's may also appear on the wager sensor. 

 
























